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Elevada eficacia lumínica
hasta 144 lm/W

   Sistema de cierre fácil y seguro
      sensor microondas y módulo SylSmart

    Versatilidad
       amplia gama de reflectores y accesorios
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La gama Granit de Sylvania es la nueva campana de 

elevada eficiencia y una larga vida media. Esta luminaria 

compacta y circular combina una elevada potencia 

lumínica con un fácil manejo, gracias a su cadena de 

seguridad 1 metro y su cable conector de 1,5 metros, 

suministrados de serie, permitiendo una fácil instalación. 

Nuestra gama proporciona una luz clara y brillante 

que ayuda a la productividad. Con una larga vida útil 

de 90.000 horas L80B50 se ve reforzada con una 

garantía de 5 años, lo que le da

la tranquilidad de que necesitará menos mantenimiento 

y el tiempo de inactividad y las interrupciones 

serán mínimas. Granit se ha desarrollado para ser 

energéticamente eficiente y duradera, convirtiéndose 

en la gama preferida por instaladores e industria. Con el 

nuevo módulo central para la detección de ocupación 
por microondas y la activación de SylSmart, el ahorro 

de energía está a un paso.

CARACTERÍSTICAS

Granit
Un hito en iluminación de campanas industriales

REFLECTOR ALUMINIOREFLECTOR 
POLICARBONATO 
TRANSPARENTE

REFLECTOR ALUMINIO
NEGRO

SENSOR MICROONDAS  
O MÓDULO SYLSMART 

•	 Amplia gama de opciones de lúmenes, 

que van de 13 a 31klm.

•	 Eficacia del sistema de hasta 144lm/W

•	 Reduce los costes operativos y disminuye 

el consumo de energía al sustituir 

las luminarias HID de 250-400W o 

aplicándolas cualquier instalación nueva

•	 Dos ángulos de haz diferentes con 

bajo valor de deslumbramiento, <25 

(85°), <22 (55°) - recomendado para 

aplicaciones industriales

•	 Disponible en versión 0-10V y DALI

•	 Disponible en colores blanco neutro 

(4.000K) y blanco frío (6.500K) SDCM<3

•	 Rango de funcionamiento  -30º a +50ºC

•	 Luminaria con protección IP65/IK08, ideal 

para las duras condiciones ambientales de 

las aplicaciones industriales

•	 Las versátiles opciones de montaje 

convierten a Granit en una luminaria 

Highbay que puede utilizarse en una 

amplia gama de aplicaciones. Además 

de la versión estándar de suspensión, su 

instalación en el techo ofrece una mayor 

flexibilidad

•	 Las ópticas permiten potenciar la 

estética y al mismo tiempo reducir el 

deslumbramiento para un mejor confort

•	 Construida con cuerpo de aluminio y 

óptica de policarbonato

•	 Grupo de riesgo fotobiológico: RG1

•	 Sensor microondas y módulo SylSmart 

SSC - kit opcional autónomo de giro y 

fijar - para ser utilizado en conjunto con 

las versiones 0-10V

•	 Sensor microondas programable a 

distancia ref. 9048800

•	 Kit de sensor PIR y lux inalámbrico para 

utilizar con las soluciones SylSmart 

Standalone ref. 9041541

sylvania-lighting.com

Granit

Features

Product information

• Now with a wider range of lumen options. 

Four different lumen packages (13klm, 

19.5klm, 26klm, 31klm) 

• Up to 144lm/W system efficacy

• Reduces your operational costs and lowers 

your energy consumption when replacing 

HID 250-400W fixtures or in any new 

installation

• Two different beam angles (60º and 90º) 

with low glare value, <25 (85°), <22 (55°) – 

recommended for industrial applications

•  Available in 0-10V and DALI version 

• IP65/IK08 -protected luminaire, ideal for 

the tough environmental conditions of 

industry applications

• Operating temperature from -30 to +50ºC

• Available in neutral white (4,000K) and cool 

white (6,500K) colours

• 4,000K version now with SDCM|3 as 

standard

• Versatile mounting options make Granit 

a Highbay luminaire that can be used in a 

wide range of applications. In addition to the 

standard suspension chain version, rotating 

ceiling installation offers added flexibility

• Lampshades allow for aesthetical boost and 

at the same time further reduce glare for 

enhanced visual comfort

• Constructed from of an aluminium housing 

and a lens from robust plastic (PC)

• Photobiological risk group: RG1

• MW sensor and SylSmart SSC - Standalone 

twist and lock KIT available - to be used in 

conjunction with 0-10V versions 

• MW sensor programmable via remote SKU 

9048800

Code Description Fixture Power 
(W)

Luminous Flux 
(lm) 

Efficacy 
(lm/W)

Beam Angle 
(º)

Colour Temp 
(K)

Control 
Technology

Energy  
Class

Granit

 0-10V

0039592 Granit IP65 0-10V 13000lm 840 MB 90 13000 144 55 4000 0-10V A++, A+, A

0039593 Granit IP65 0-10V 19000lm 840 MB 135 19500 144 55 4000 0-10V A++, A+, A

0039594 Granit IP65 0-10V 26000lm 840 MB 180 26000 144 55 4000 0-10V A++, A+, A

0039595 Granit IP65 0-10V 13000lm 840 WB 90 13000 144 85 4000 0-10V A++, A+, A

0039596 Granit IP65 0-10V 19000lm 840 WB 135 19500 144 85 4000 0-10V A++, A+, A

0039597 Granit IP65 0-10V 26000lm 840 WB 180 26000 144 85 4000 0-10V A++, A+, A

0039598 Granit IP65 0-10V 13000lm 865 WB 90 12700 141 85 6500 0-10V A++, A+, A

0039599 Granit IP65 0-10V 19000lm 865 WB 135 19100 141 85 6500 0-10V A++, A+, A

0039600 Granit IP65 0-10V 26000lm 865 WB 180 25500 142 85 6500 0-10V A++, A+, A

0039601 Granit IP65 0-10V 31000lm 840 MB 220 31000 141 55 4000 0-10V A++, A+, A

0039602 Granit IP65 0-10V 31000lm 840 WB 220 31000 141 85 4000 0-10V A++, A+, A

0039603 Granit IP65 0-10V 31000lm 865 WB 220 30400 138 85 6500 0-10V A++, A+, A

DALI

0039617 Granit IP65 DALI 13000lm 840 MB 93 13000 140 55 4000 DALI A++, A+, A

0039618 Granit IP65 DALI 19000lm 840 MB 139 19500 140 55 4000 DALI A++, A+, A

0039619 Granit IP65 DALI 26000lm 840 MB 185 26000 140 55 4000 DALI A++, A+, A

0039620 Granit IP65 DALI 13000lm 840 WB 93 13000 140 85 4000 DALI A++, A+, A

0039621 Granit IP65 DALI 19000lm 840 WB 139 19500 140 85 4000 DALI A++, A+, A

0039622 Granit IP65 DALI 26000lm 840 WB 185 26000 140 85 4000 DALI A++, A+, A

0039623 Granit IP65 DALI 13000lm 865 WB 93 12700 137 85 6500 DALI A++, A+, A

0039624 Granit IP65 DALI 19000lm 865 WB 139 19100 137 85 6500 DALI A++, A+, A

0039625 Granit IP65 DALI 26000lm 865 WB 185 25500 137 85 6500 DALI A++, A+, A

0039626 Granit IP65 DALI 31000lm 840 MB 226 31000 137 55 4000 DALI A++, A+, A

0039627 Granit IP65 DALI 31000lm 840 WB 226 31000 137 85 4000 DALI A++, A+, A

0039628 Granit IP65 DALI 31000lm 865 WB 226 30400 134 85 6500 DALI A++, A+, A

Additional Images
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Resisto La nueva generación de estancas

 i+D en Alemania
diseñado y desarrollado en Alemania

 Instalación mejorada
flexibilidad de montaje gracias a su anclaje móvil 

  Iluminación y elección inteligente
   amplia gama de opciones SylSmart
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Resisto

• LED integrated waterproof fixture in 

600mm, 1200mm, 1500mm nominal length 

• High efficiency throughout the range 

with up to 137lm/W system efficacy  for 

standard and 162lm/W for HE types

• Wide choice of colour temperatures  - 

4,000K, 6,500K and 3,000K

• SDCM<5 for std and <3 for HE types

• Available with assembled quick connectors 

(Stucchi) 

• Lifespan: 

69,000hrs L80B20 

100,000hrs L70B50

• Available with 3-hour maintained 

emergency batteries 

• For further cost savings, available with  

microwave presence sensor – now with 

dedicated corridor function versions and no 

dark ends

• DALI versions are DC compatible as 

standard 

• UV stabilised polycarbonate body and 

diffuser - no yellow discolouration over time 

• 301 stainless steel fixing brackets for ceiling 

and wall mounting 

• Wider ceiling bracket mounting flexibility 

and additional back inlets

• Through wiring versions - 5*2.5mm2 (5xTH)

• Suspension compatible (SKU 0010363)

• Anti vandal screws as accessories (SKU 

0010362) 

• SylSmart Standalone, SylSmart Connected 

Building and SylSmart Connected Industry 

enabled

Features

Product information

Code Description Power
[W]

Luminous
Flux
[lm]

Efficacy
[lm/W]

Degree of 
protection
[IP]

SDCM CCT
[K]

Control
[DIM]

CRI
[Ra]

Standard Efficacy

Non-dim

0010202 Resisto 600 IP66 1600lm 840 12 1600 133 IP66 <5 4000 No 80

0010203 Resisto 600 IP66 2500lm 840 19 2500 132 IP66 <5 4000 No 80

0010204 Resisto 600 IP66 1600lm 865 12 1600 133 IP66 <5 6500 No 80

0010205 Resisto 600 IP66 2500lm 865 19 2500 132 IP66 <5 6500 No 80

0010210 Resisto 1200 IP66 2800lm 840 21 2800 133 IP66 <5 4000 No 80

0010211 Resisto 1200 IP66 4800lm 840 35 4800 137 IP66 <5 4000 No 80

0010212 Resisto 1200 IP66 2800lm 865 21 2800 133 IP66 <5 6500 No 80

0010213 Resisto 1200 IP66 4800lm 865 35 4800 137 IP66 <5 6500 No 80

0010208 Resisto 1200 IP66 2800lm 830 21 2800 133 IP66 <5 3000 No 80

0010209 Resisto 1200 IP66 4800lm 830 35 4800 137 IP66 <5 3000 No 80

0010243 Resisto 1500 IP66 4000lm 840 30 4000 133 IP66 <5 4000 No 80

0010244 Resisto 1500 IP66 7100lm 840 52 7100 137 IP66 <5 4000 No 80

0010246 Resisto 1500 IP66 4000lm 865 30 4000 133 IP66 <5 6500 No 80

0010247 Resisto 1500 IP66 7100lm 865 52 7100 137 IP66 <5 6500 No 80

0010240 Resisto 1500 IP66 4000lm 830 30 4000 133 IP66 <5 3000 No 80

0010241 Resisto 1500 IP66 7100lm 830 52 7100 137 IP66 <5 3000 No 80

0010245 Resisto 1500 IP66 8300lm 840 61 8300 136 IP66 <5 4000 No 80

0010248 Resisto 1500 IP66 8300lm 865 61 8300 136 IP66 <5 6500 No 80

0010242 Resisto 1500 IP66 8300lm 830 61 8300 136 IP66 <5 3000 No 80

0010216 Resisto 1200 IP66 2800lm 840 5xTH 21 2800 133 IP66 <5 4000 No 80

0010217 Resisto 1200 IP66 4800lm 840 5xTH 35 4800 137 IP66 <5 4000 No 80

0010251 Resisto 1500 IP66 4000lm 840 5xTH 30 4000 133 IP66 <5 4000 No 80

0010252 Resisto 1500 IP66 7100lm 840 5xTH 52 7100 137 IP66 <5 4000 No 80

0010214 Resisto 1200 IP66 2800lm 840 QC 21 2800 133 IP66 <5 4000 No 80

0010215 Resisto 1200 IP66 4800lm 840 QC 35 4800 137 IP66 <5 4000 No 80

0010249 Resisto 1500 IP66 4000lm 840 QC 30 4000 133 IP66 <5 4000 No 80

0010250 Resisto 1500 IP66 7100lm 840 QC 52 7100 137 IP66 <5 4000 No 80

D

sylvania-lighting.com

Resisto, la nueva gama de estancas 

de Sylvania, destacan por su calidad, 

ofreciendo una mejor instalación y 

funcionalidad. Gracias a su versión 

habilitada para SylSmart ayuda 

a conseguir un mayor ahorro 

energético en aplicaciones tales como 

aparcamientos, talleres, almacenes y 

zonas de paso subterráneo.

Resisto es un sustituto ideal de las 

luminarias T5 y T8, ofreciendo un 

gran ahorro energético. La luminaria 

se beneficia de un cuerpo y un difusor 

de policarbonato resistente al agua y 

al polvo que ofrece una protección 

IP66 y una clasificación de impacto 

IK08.

CARACTERÍSTICAS

•	 Luminaria LED estanca integrada en 

versiones de 600 mm, 1200 mm y 1500 

mm

•	 Alta eficiencia en toda su gama con una 

eficacia de hasta 137 lm/W para versión 

estándar y 162 lm/W para versión HE

•	 Disponible en temperaturas de color de 

4.000K, 6.500K y 3.000K

•	 SDCM<5 estándar y <3 en versiones HE

•	 Disponible con conectores rápidos ya 

montados (Stucchi)

•	 Vida media de 100.000hrs L70B50

•	 Disponible con baterías de emergencia 

con un funcionamiento de 3 horas

•	 Disponible con sensor de presencia por 

microondas, con versiones de función de 

pasillo dedicada y sin extremos oscuros, 

para un mayor ahorro de costes 

•	 Cuerpo y difusor de policarbonato 

contra los rayos ultravioleta, no se 

decolora con el paso del tiempo

•	 Soportes de fijación de acero inoxidable 

para su montaje en techo o pared

•	 Flexibilidad de montaje gracias a sus 

entradas posteriores y laterales

•	 Versiones de cableado pasante - 5*2,5mm 

(5xTH)

•	 Versión en suspensión (ref. 0010363)

•	 Tornillos antivandálico (ref. 0010362)

•	 Versión en SylSmart Standalone, 

SylSmart Connected Building y    

SylSmart Connected Industry
ANCLAJE 

MÓVIL
SENSOR – SYLSMART 

CONNECTED BUILDING
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Kalani Proyector industrial

  Elevada eficacia
   hasta 144lm/w

    2 tipos de ópticas
     simétrica y asimétrica

    Elevada vida media
      100.000 hrs (L70/B50)
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sylvania-lighting.com

Kalani

• Robust Exterior floodlight made of die-

cast aluminium body

• Universal mounting bracket allows wall or 

surface mounting with the possibility of 

tilting upwards or downwards

• Quick and easy to install with 1m pre-

wired stripped cable and fitting bracket

• Wide range of lm output 6200 - 41,800lm 

– 1:1 replacement up to 400/600W 

conventional solutions

• Symmetrical Wide (60°) or Asymmetrical 

(65° x 120° imax @ 55°) light distribution

• Efficacy up to 140lm/W

• Available as standard in Neutral white 

(4000K) and Warm white (3000K) or Cool 

white (6500K) on request

• CRI >80, SDCM<3

• High protection class: IP66

• Heavy duty housing: IK08

• Operating temperature range: -30 to 

+50°C

• 1m cable included with the product, so 

no need to open the gear box during 

installation

• Lifetime : 60,000 hrs (L70/B50)

• 5 years warranty

• Wire guard for protecting the front glass

• Post top adapters for different pole top 

diameters (42/60/76mm) 

• Pole clamp for the complete range

Product information

Code Description System Power 
Consumption 
(W)

Lumen Output
(lm)

Efficacy
(lm/W)

IP Rating IK Rating Colour 
Temperature 
Name

Colour 
Temperature 
(K)

Weight

START Flood Luminaires

0048524 Kalani IP66 6KLM 830 WB 50 6300 126 IP66 IK08 Warm White 3000 2.5

0048525 Kalani IP66 6KLM 830 ASYM 50 6200 124 IP66 IK08 Warm White 3000 2.5

0048526 Kalani IP66 13KLM 830 WB 100 13400 134 IP66 IK08 Warm White 3000 3.9

0048527 Kalani IP66 13KLM 830 ASYM 100 12800 128 IP66 IK08 Warm White 3000 3.9

0048528 Kalani IP66 20KLM 830 WB 150 19900 133 IP66 IK08 Warm White 3000 4.6

0048529 Kalani IP66 20KLM 830 ASYM 150 19350 129 IP66 IK08 Warm White 3000 4.6

0048530 Kalani IP66 26KLM 830 WB 200 25500 128 IP66 IK08 Warm White 3000 6.2

0048531 Kalani IP66 26KLM 830 ASYM 200 25100 126 IP66 IK08 Warm White 3000 6.2

0048532 Kalani IP66 39KLM 830 WB 300 38200 127 IP66 IK08 Warm White 3000 9.6

0048533 Kalani IP66 39KLM 830 ASYM 300 37500 125 IP66 IK08 Warm White 3000 9.6

0048534 Kalani IP66 6KLM 840 WB 50 6700 134 IP66 IK08 Neutral White 4000 2.5

0048535 Kalani IP66 6KLM 840 ASYM 50 6450 129 IP66 IK08 Neutral White 4000 2.5

0048536 Kalani IP66 13KLM 840 WB 100 14000 140 IP66 IK08 Neutral White 4000 3.9

0048537 Kalani IP66 13KLM 840 ASYM 100 13200 132 IP66 IK08 Neutral White 4000 3.9

0048538 Kalani IP66 20KLM 840 WB 150 20800 139 IP66 IK08 Neutral White 4000 4.6

0048539 Kalani IP66 20KLM 840 ASYM 150 20100 134 IP66 IK08 Neutral White 4000 4.6

0048540 Kalani IP66 26KLM 840 WB 200 27600 138 IP66 IK08 Neutral White 4000 6.2

0048541 Kalani IP66 26KLM 840 ASYM 200 26400 132 IP66 IK08 Neutral White 4000 6.2

0048542 Kalani IP66 39KLM 840 WB 300 41800 139 IP66 IK08 Neutral White 4000 9.6

0048543 Kalani IP66 39KLM 840 ASYM 300 40100 134 IP66 IK08 Neutral White 4000 9.6

Features

Photometric Data

Asymmetric Wide Symmetric Wide

Su cuerpo de aluminio fundido, 

altamente eficiente y duradero, 

hace que Kalani sea una opción 

perfecta para aplicaciones de 

iluminación de deportes de exterior, 

fachadas de edificios, aparcamientos 

o áreas donde se requiera una 

sustitución directa de tecnologías 

convencionales. 

La familia se presenta en 5 tamaños 

diferentes, con ángulos de haz 

simétricos y asimétricos, ofreciendo 

una amplia gama de accesorios.

CARACTERÍSTICAS

•	 Soporte de montaje universal 

permitiendo su montaje en la pared o en  

superficie con la posibilidad de inclinarse

•	 Instalación rápida y sencilla gracias a su 

cable precableado de 1,5 m y soporte de 

montaje

•	 Amplia gama de lúmenes 6200lm - 

41.800lm 

•	 Distribución de luz simétrica extensiva 

(60°) o asimétrica (65° x 120° imax 55°)

•	 Disponible de serie en 4.000K y 3.000K 

o blanco frío (6500K) bajo pedido

•	 IRC>80, SDCM<3

•	 Rango de funcionamiento: -30 a +50°C

•	 Protector de parrilla para proteger el 

cristal frontal

•	 Adaptadores de poste para diferentes 

diámetros de poste (42/60/76mm)

•	 Pinza de poste para toda la gama

•	 Prueba de salinidad de 500 horas 

sylvania-lighting.com

Granit

Features

Product information

• Now with a wider range of lumen options. 

Four different lumen packages (13klm, 

19.5klm, 26klm, 31klm) 

• Up to 144lm/W system efficacy

• Reduces your operational costs and lowers 

your energy consumption when replacing 

HID 250-400W fixtures or in any new 

installation

• Two different beam angles (60º and 90º) 

with low glare value, <25 (85°), <22 (55°) – 

recommended for industrial applications

•  Available in 0-10V and DALI version 

• IP65/IK08 -protected luminaire, ideal for 

the tough environmental conditions of 

industry applications

• Operating temperature from -30 to +50ºC

• Available in neutral white (4,000K) and cool 

white (6,500K) colours

• 4,000K version now with SDCM|3 as 

standard

• Versatile mounting options make Granit 

a Highbay luminaire that can be used in a 

wide range of applications. In addition to the 

standard suspension chain version, rotating 

ceiling installation offers added flexibility

• Lampshades allow for aesthetical boost and 

at the same time further reduce glare for 

enhanced visual comfort

• Constructed from of an aluminium housing 

and a lens from robust plastic (PC)

• Photobiological risk group: RG1

• MW sensor and SylSmart SSC - Standalone 

twist and lock KIT available - to be used in 

conjunction with 0-10V versions 

• MW sensor programmable via remote SKU 

9048800

Code Description Fixture Power 
(W)

Luminous Flux 
(lm) 

Efficacy 
(lm/W)

Beam Angle 
(º)

Colour Temp 
(K)

Control 
Technology

Energy  
Class

Granit

 0-10V

0039592 Granit IP65 0-10V 13000lm 840 MB 90 13000 144 55 4000 0-10V A++, A+, A

0039593 Granit IP65 0-10V 19000lm 840 MB 135 19500 144 55 4000 0-10V A++, A+, A

0039594 Granit IP65 0-10V 26000lm 840 MB 180 26000 144 55 4000 0-10V A++, A+, A

0039595 Granit IP65 0-10V 13000lm 840 WB 90 13000 144 85 4000 0-10V A++, A+, A

0039596 Granit IP65 0-10V 19000lm 840 WB 135 19500 144 85 4000 0-10V A++, A+, A

0039597 Granit IP65 0-10V 26000lm 840 WB 180 26000 144 85 4000 0-10V A++, A+, A

0039598 Granit IP65 0-10V 13000lm 865 WB 90 12700 141 85 6500 0-10V A++, A+, A

0039599 Granit IP65 0-10V 19000lm 865 WB 135 19100 141 85 6500 0-10V A++, A+, A

0039600 Granit IP65 0-10V 26000lm 865 WB 180 25500 142 85 6500 0-10V A++, A+, A

0039601 Granit IP65 0-10V 31000lm 840 MB 220 31000 141 55 4000 0-10V A++, A+, A

0039602 Granit IP65 0-10V 31000lm 840 WB 220 31000 141 85 4000 0-10V A++, A+, A

0039603 Granit IP65 0-10V 31000lm 865 WB 220 30400 138 85 6500 0-10V A++, A+, A

DALI

0039617 Granit IP65 DALI 13000lm 840 MB 93 13000 140 55 4000 DALI A++, A+, A

0039618 Granit IP65 DALI 19000lm 840 MB 139 19500 140 55 4000 DALI A++, A+, A

0039619 Granit IP65 DALI 26000lm 840 MB 185 26000 140 55 4000 DALI A++, A+, A

0039620 Granit IP65 DALI 13000lm 840 WB 93 13000 140 85 4000 DALI A++, A+, A

0039621 Granit IP65 DALI 19000lm 840 WB 139 19500 140 85 4000 DALI A++, A+, A

0039622 Granit IP65 DALI 26000lm 840 WB 185 26000 140 85 4000 DALI A++, A+, A

0039623 Granit IP65 DALI 13000lm 865 WB 93 12700 137 85 6500 DALI A++, A+, A

0039624 Granit IP65 DALI 19000lm 865 WB 139 19100 137 85 6500 DALI A++, A+, A

0039625 Granit IP65 DALI 26000lm 865 WB 185 25500 137 85 6500 DALI A++, A+, A

0039626 Granit IP65 DALI 31000lm 840 MB 226 31000 137 55 4000 DALI A++, A+, A

0039627 Granit IP65 DALI 31000lm 840 WB 226 31000 137 85 4000 DALI A++, A+, A

0039628 Granit IP65 DALI 31000lm 865 WB 226 30400 134 85 6500 DALI A++, A+, A

Additional Images

D

PROTECTOR PARRILLA ADAPTADOR DE POSTE 
60 MM

ADAPTADOR DE POSTE 
72 MM
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